
elcometer.com

Elcometer PERFORMANCE Blast Machines have been 

Flexible Pusher Line

Precision 
Media Valves 

tip adjustment  

use less abrasive 
to cover the 
same area in less 
time.

Fast Flow Cones
45/90° cone to 
maximise

rate.

Moisture 
Separator

entering the blast 
pot.

High Flow Dish
Concave dish 

(38mm) Pipework 
1½”(38mm) 

throughout 

minimal pressure 
loss

Rating Plate

UKCA and CE 
approval to both 
PED 2014/68EU and 
PE(s)R 2016.

Easy to 
manoeuvre

Balanced design 

move on site.

Easy Access
Large inspection 

arms.
Remote Control 

Valves

loss and shuts 

PERFORMANCE 
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The Elcometer Abrasive 
Blast Machine Range 

From small maintenance projects 

or iron gates to bridges...

better.

CONTRACTOR

Capacity

Maximum Working Pressure (WP)

Pipework Diameter 32mm (1 ”)

UKCA  & CE Approved to UKCA & CE Approved

Abrasive Media Valve Standard Grit Valve (SGV)

Valve Liner Standard

Mixer T Elcometer Engineered 
Standard Mixer T

Remote Control Valve Standard

Exhaust T

Construction Made in Great Britain

• 
•

• 
•

174psi
(12bar)

1¼”
(32mm)

ASME
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PERFORMANCE PERFORMANCE HP

38mm (1 38mm (1

UKCA & CE Approved

Elcometer GV/AGV Elcometer GV/AGV

Elcometer Engineered High Resistance Elcometer Engineered High Resistance 

Elcometer Engineered Elcometer Engineered

Made in Great Britain Made in Great Britain

• Elcometer engineered valves & RCV
•
• 

• 
•

• Elcometer engineered valves & RCV
•

• 
• 

•
and long hose runs

174psi
(12bar)

1¼”
(32mm)

217psi
(15bar)

1½”
(38mm)

ASME
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PERFORMANCE 
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ENHANCE YOUR PERFORMANCE 
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“For every psi at the nozzle above 
7bar (100psi) you get a 1.5% increase 
in productivity.”

usage thus 

engineered

MADEINGREA
T

BR
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FA
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UÉ EN GRANDE-BRETAGNE

HERGESTELLT
IN

GROSSBRITANNIEN

Elcometer 
Abrasive Blast Machines are 
engineered to 
last longer and 
better
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Minimise Your Pressure Loss

Maximise Your Cubic Air Flow Per Minute

in less time.

Blast for Longer

Reduce Your Media Costs
Elcometer blast machines are designed to deliver the 

to use less abrasive to blast the same area to the same 

blasting.

Be In Control
Elcometer RCV4000 & RCV4000+ Remote Control Valves 

Reduce Your Maintenance
durable so that parts last longer.  Forcing abrasive through a 

elcometer.com
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Concave Dishes

Heavy Duty Construction

corrosion protection.

ELCOMETER ENGINEERED
engineered

MADEINGREA
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UÉ EN GRANDE-BRETAGNE

HERGESTELLT
IN

GROSSBRITANNIEN

Precision Metering Valves

blasting.

Moisture Separators

moisture separator 

pot.

Fast Flow Cones
45/90° cone to maximise 

High Flow Pipework & 
Valves

and minimal pressure loss.

Exhaust Manifolds

exhaust through the 

Remote Control Valves

remote control valve 

ASME
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The adjustable height 

to prevent abrasive 
escaping the blast 

Large Inspection Access

maintenance easier and 

Balanced by Design

Reinforced Pop Up Valves

pop up valve is long lasting 

pressurisation.

Serviceable Exhaust T’s

Narrow & Protected

transportation.

Mixer T is designed to last.

Air ManifoldFlexible Pusher Lines
Flexible pusher line ensures 

Waterproof Sieves & Lids
Optional sieves & lids are 

ASME

PERFORMANCE
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PERFORMANCE

PERFORMANCE

Elcometer
PERFORMANCE blast machines

Options

Capacity

Volume

Aluminium Grit

Steel Shot/Garnet

Valve Options GV/MGV: General Valve/ Mini General Valve
AGV: Automatic General Valve MGV GV

AGV

Dimensions

Pot Diameter

Height

Depth

Pr
es

su
re 174psi·

FA
ST

· POWERFUL·

SAFE · DURABLE

12
ba

r
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GV
AGV

GV
AGV

GV
AGV

GV
AGV

24” (615mm)

44” (1109mm)

Elcometer PERFORMANCE blast machines are 
CE approved
ASME Boiler and Pressure Vessel Code (BPVC)

engineered
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PERFORMANCE
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Kit Selection Elcometer 1020 Elcometer 1440

Key Features

Ideal for touch-up 
applications and 
spot blasting.

Compact, low 

Ideal for touch-up 
applications and spot 
blasting.

make for easy 

spaces.

Kit 1 Kit 2 Kit 1 Kit 2

Part Numbers

M
10

20
-M

G
V1

-N

M
10

20
-M

G
V2

-N

M
14

40
-G

V1
-N

M
14

40
-A

G
V1

-N

M
14

40
-G

V2
-N

M
14

40
-A

G
V2

-N

0.70cu ft (20 litres) 1.41cu ft (40 litres)

with Air Manifold, Exhaust & Silencer
Pneumatic Control Hose & Deadman’s Handle (DMHII)

1 and Metal Pot Coupling MG MG G A G A

Moisture Separator

2

PERFORMANCE

PERFORMANCE

35" (880mm)

22" (565mm)22" (562m
m

)

40" (1015mm)

28” (714m
m

)

24” (615mm)

2Elcometer 1020 blast machine is supplied with 
a 10m Pneumatic Control Hose and Blast Hose

1 Elcometer 1020 blast machine is 
supplied with a Flanged T

Pr
es

su
re 174psi·

FA
ST

· POWERFUL·

SAFE · DURABLE

12
ba

r

ASME
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Elcometer 1460 Elcometer 20100 Elcometer 24200 Elcometer 24285
Ideal for small blast rooms 
and spot blasting.

duty wheels make for easy 
.

Ideal for continuous blasting 
applications.

duty wheels make for easy 

Ideal for mobile contractors 
who need continuous high 
production blasting as its large 
capacity reduces down time 

The twin wheeled portable 
machine is safe and easy to 

Ideal for continuous high 
production blasting, on site 
or in a blast room.

A single blast machine can 
be used by one or two 
operators.

The twin wheeled portable 
machine is safe and easy to 

Kit 1 Kit 2 Kit 1 Kit 2 Kit 1 Kit 2 Kit 1 Kit 2

M
14

60
-G

V1
-N

M
14

60
-A

G
V1

-N

M
14

60
-G

V2
-N

M
14

60
-A

G
V2

-N

M
20

10
0-

G
V1

-N

M
20

10
0-

A
G

V1
-N

M
20

10
0-

G
V2

-N

M
20

10
0-

A
G

V2
-N

M
24

20
0-

G
V1

-N

M
24

20
0-

A
G

V1
-N

M
24

20
0-

G
V2

-N

M
24

20
0-

A
G

V2
-N

M
24

28
5-

G
V1

-N

M
24

28
5-

A
G

V1
-N

M
24

28
5-

G
V2

-N

M
24

28
5-

A
G

V2
-N

2.11cu ft (60 litres) 3.53cu ft (100 litres) 7.06cu ft (200 litres) 10.06cu ft (285 litres)

G A G A G A G A G A G A G A G A

40" (1015mm)

24” (615mm)28” (714m
m

)

54" (1380mm)

44” (1109m
m

)

31” (794mm)

44” (1109m
m

)

31” (794mm)

66" (1665mm)

44” (1109m
m

)

31” (794mm)

54" (1380mm)

PERFORMANCE
ASME
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Elcometer 1460 Portable Abrasive Blast Machine

Blast Machine Spare Parts
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Elcometer 1460 Portable Abrasive Blast Machine

Spare Parts
Item Part Number Description
1 MT28622
2 MT28631-3N 1" (25mm) Pop Up Shaft for Elcometer 1460
3 MT29661N 1" (25mm) Female 90°
4 MT31013-3N
5 MT28617N Moisture Separator Assembly
6 MT30553-1N
7 MT31018-5N
8 MT29664N
9 MT29711N Elcometer 1460 Twin Airline Hose Assembly  (Yellow & Green)
10 MT29712N Airline Assembly for Elcometer 1460 (Red)
11 MT28627-5
12 MT29601
13 MT29667 Spring Cotter Pin Type E (x3)
14 MT29701
15 MT29702
16 MT29670
17 MT28629-2
18 MT29672N 1" (25mm) Backnut
19 MT31018-3N 1" (25mm) Union Brass Seat
20 MT31013-2N 1" (25mm) Hex Nipple
21 MT30574-2N 1" (25mm) Equal T
22 MT29681N 1" (25mm) Solid Plug
23 MT30556-4N 1" (25mm) SCH 40 Pipe Tube
24 MT31017N 1" (25mm) Machine Socket
25 MT30556-3N 1" (25mm) SCH 40 Pipe Tube
26 MT31019-2N 1" (25mm) 90° Street Elbow
27 MT30577-3N
28 MT31013-1N
29 MT28599N
30 MT29465N
31 MT29656N
32 MT30566-1N
33 MT29708N
34 MT30094N
35 MT29177N
36 MT29710N
37 MT29658N
38 MT29660N
39 MT28597N Exhaust Silencer Assembly
40 MT29692-2 Protection Guard for Elcometer 1460 
41 MT28616 Elcometer Inspection Hatch Door for Elcometer 1460
42 MT28613 ElcoFit™ Door Sealing Gasket
43 MT29695N
44 MT28615 Inspection Hatch Door Yoke
45 MT29696N
46 MT28636 Ø9.8" (250mm) Diameter Wheel (x1)
47 MT29697 Flat Washer (x8)
48 MT29698 Split Cotter Pin (x4)
- MT29490-3N
- MT29180

Blast Machine Spare Parts


